S\\WFETS
SIS Advent Plug

Your trusted partner now offers
variety of value added technology features
for
low maintenance
and
high profits.

¢ High performance Feeder

¢ Receding Chain delivery with Star Wheels
o Bearer to Bearer Cylinder pressure

o Gear Driven Ink oscillation system

o Vertical micro adjustment on plate cylinder
¢ Reverse and forward inching

¢ Print with Poly Master & Plates

¢ AC Drive
¢ Preset Counter

o Centralised Lubrication System

Swift Advent DX

offers high technology by ensuring low maintenance and improved productivity. It
offers operator friendly features with best quality performance.



S\NFT5S
an 1ISO 9001-2008 company
SWIFTS Pvt. Ltd.

Registered Office / Works :
B-37, NICE, MIDC, Satpur,
Nashik - 422 007

Tel. : 91 - 253 - 2360011/12
E-mail : sales@swiftoffsets.com

vasant@swiftoffsets.com
Mob.: 09970054291

Technical Specifications for Advent DX :-
508x381 mm (20" x 15")

203 x 152 (8"x6")
508 x 355 mm (20" x 14" )

Sheet Size (max)
Sheet Size (Min)
Max. Printing Area

Minimum gripper margin: 10 mm

Speed : 1500-6000 IPH

Stock handled 30 gsm - 250 gsm

Plate Size : 520 x 400 mm

Plate Thickness max 0.3 mm (0.1 master with package)

Plate Gripper Margin  : 25.4 mm

Blanket Size 525 x 420 x 1.9 mm

Feeder Capacity : 515 mm

Delivery Capacity : 430 mm

Drive Motor 1 Phase, 0.75 HP D.C. Forward - Reverse

Inching Facility and Emergency Stop

£
Pump Motor 1 Phase 0.75 HP A.C. %
Electrical Supply Rating : 1 Phase , 230V HP A.C. §
Inker : No. of Rollers : 11 ( including 2 form) ;f
Dampener : No. of Rollers : 04 ( including 1 form) §

Dimensions (LXWXH) 1836 mm x 1275 mm x 1425 mm
Weight : 935 Kg

Mumbai Office AUTHORISED DEALER / AGENT

Marathe Udyog Bhavan,

Appasaheb marathe Marg,
Prabhadevi, Mumbai-400 025

Te. : + 91 22 24301342 / 2089 / 2453
Fax:+ 9122 24379863
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